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AUTOMATIC PRESCRIPTION FILLING, 
SORTING AND PACKAGING SYSTEM 

This invention is directed to an integrated system for 
automatically filling prescriptions and then assembling mul- 5 
tiple prescriptions in a common package or unit with litera- 
ture which relates to the prescription and/or marketing 
materials. 

BACKGROUND OF THE INVENTION lo 

The use of mail service to fill prescriptions has been 
highly successful in lowering the costs of providing drugs to 
consumers. The filling of prescriptions and mailing the filled 
prescriptions to consumers is labor intensive and a pharmacy 
can significantly reduce its costs, improve quality, and 
reduce turn around time by automating the prescription 
filling and assembling procedures. 

Semi-automated prescription dispensing machines which 
can automatically count the tablets or capsules of a unique 
prescription have had a significant impact in the drug 
industry. However, use of these machines still require many 
manual steps to complete a patient*s order. For example, the 
positioning of the bottle under the proper chute is controlled 
by a technician or pharmacist and after filling the bottle, the 
prescription has to be further handled manually to effect 
mailing of the prescription to the patient. 

Patients or families using mail services to fill prescrip- 
tions often receive multiple prescriptions. Data suggests that 
about 50 percent of mail service for prescription drugs 30 
involves orders for at least two separate prescriptions. The 
advantages of a system which automatically fills the respec- 
tive separate prescriptions, combines the prescriptions of 
each order and prepares the orders for mailing are readily 
apparent. An automated system would produce great labor 35 
savings in what heretofore has been a highly labor intensive 
process and at the same time would reduce time required to 
process prescriptions. 

While the advantages of such a system are apparent, there 
are a number of problems which have to be solved in order 40 
to automatically fill and combine multiple prescription 
orders into a single package. The multiple parts of an order 
have to be brought automatically into close proximity at a 
packaging location. There is a need to place literature about 
the prescriptions in each shipping container along with the 45 
prescription. Any system which automatically distributes 
drugs must have a number of controls and checks to insure 
that the correct prescription is filled into the correct bottle 
which has been labeled correctly and the correct bottle is 
placed in the correct shipping container. Any deviation from 50 
the correct operations and handling of the prescription could 
be expected to have seriotis consequences. Lastly, in order to 
be economical for its intended purpose, the system must 
operate a high volume throughput. 

SUMMARY OF THE INVENTION 

In the system of the invention, a computer system called 
a Pharmacy Automation Computer (EAC) controls print, 
apply, and load stations (PAL stations), which print prescrip- 
tion labels, apply the labels to prescription bottles and load 60 
the labeled prescription bottles onto carriers, a carrier con- 
veyer system which moves the carriers containing the pre- 
scription bottles from one station to the next, automatic drug 
dispensing machines which dispense pharmaceutical tablets 
or capsules into the labeled empty bottles in the carriers, 65 
bottle cappers which apply caps to the bottles, printers which 
print information corresponding to each prescription order, 
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order consolidation and packing stations (OCP stations) 
which unload the bottles from the carriers and transport the 
bottles into shipping containers and which pack the printed 
information into the shipping containers along with the 

5 prescription bottles. The system dispenses both tablets and 
capsules and the word "pill" is used herein to refer to 
pharmaceuticals, both tablets or capsules, or any other kind 
of sohd pharmaceutical dose in countable form. In accor- 
dance with the invention, PAC will receive the orders for 

10 prescriptions, each of which may contain an order for 
multiple prescriptions or a single prescription. The multiple 
prescriptions of an order may be for a single patient or two 
or more patients in a patient group, such as a family. PAC 
stores the information for each order and controls the PAL 

15 stations to print and apply labels to the bottles corresponding 
to each prescription. Bottle loaders at the PAL stations load 
the labeled bottles into assigned locations in carriers. The 
identification of the assigned locations for each order is 
stored by PAC. When the order is for two or more prescrip- 

20 tions to be automatically dispensed, these prescriptions will 
be normally assigned carriers progressing through the sys- 
tem simultaneously. In most instances, the several bottles of 
a given order will be placed in a common rank of carriers 
progressing synchronously through corresponding parts of 

25 the system in separate lanes. 

Following loading of the bottles in the carrier, the con- 
veyer system will transport the carriers with the labeled 
bottles to the automatic drug dispensing madiines, where 
tablets or capsules of the prescriptions are automatically 

30 dispensed into the prescription bottles. Following this 
operation, the conveyer system transports the now filled 
bottles in the carriers to the bottle cappers where the 
prescription bottles are capped, whereupon the bottle carri- 
ers holding the now filled and capped prescription bottles are 

35 transported to the OCP stations. 

The OCP stations are provided with bottle unloaders, each 
of which comprises a turntable designed to receive four 
bottle carriers simultaneously. The rank of carriers progress- 
ing synchronously through the lanes will all be received on 

40 the turntable of the same station, A robotic arm picks out the 
bottles from the carriers on the turntable corresponding to a 
given order and places them on a bottle conveyer, which 
carries the bottles to a loading mechanism. In the loading 
mechanism, the prescription bottles are bar code verified and 

45 then the bottles are loaded in a shipping container, 

PAC also controls printers to print literature correspond- 
ing to each patient order. The printers print the information 
and enclose it in envelopes and place each envelope on a 
conveyer which transports the envelopes from the printers to 

^ the OCP stations. At each OCP station, the envelopes 
corresponding to the orders in the carriers on the turntable 
are received and are placed in a literature disusing mecha- 
nism. Each envelope is inserted into a shipping container 
before the prescription bottles for the corresponding patient 
order are loaded into the shipping container. When the 
literature and the prescription bottles have been bar code 
verified and have been loaded into the shipping container 
with an envelope containing printed information, the ship- 
ping container is sealed and in most cases will be dropped 

^ onto a mail conveyer which carries the completed order to 
mailing where the packages are sorted by destination and 
sent to the patient. 

BRIEF DESCRIPTION OF THE DRAWINGS 

65 FIG. 1 is a block diagram illustrating the automated 
prescription filling, sorting and packaging system of the 
invention; 
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FIG. 2 schematically illustrates the electromechanical 
portion of the system of the invention in more detail; 

FIG. 3 illustrates a typical bottle label to go on a pre- 
scription bottle to be processed by the system of the inven- 
tion; 5 

FIGS. 4a and 46 show perspective and partial sectional 
views of a prescription bottle carrier employed in the system 
of the invention; 

FIGS, 5a and Sb schematically illustrate plan and eleva- 
tional views of a PAL station used in the system to print and 
apply labels to the prescription bottles and load the bottles 
into the carriers; 

FIG. 6 schematically illustrates a drug dispensing 
machine employed in the system of the invention; 15 

FIG. 6a schematically illustrates one of the drug dispens- 
ers in a dispensing machine; 

FIG. 7 is a perspective view of an OCP station for 
unloading prescription bottles from carriers and packing the 
prescription bottles with printed literature in shipping con- 20 
tainers; 

FIGS. 7a~7d illustrate subsystems of an OCP station; 

FIG. 8 is a perspective view of an OCP station, bottle 
sortation and packing station employed in the system of the ^5 
invention; and 

FIG. 9 is a block diagram showing the architecture of the 
computer system used in the system of the present invention. 

DESCRIPTION OF A PREFERRED 
EMBODIMENT 

The operation of the automated system of the invention is 
initiated by the entry of customer orders. From a customer 
order, a production order is generated, which upon being 
entered in the system is classified in accordance with a 35 
pre-established protocol The production order will be clas- 
sified as either a Manual-Dispense Production Order, an 
Auto-Pack Production Order, a Large Production Order, 
and/or a Marriage Production Order. The Manual-Dispense 
Order is one that is assigned to be manually filled and 40 
packed because of the nature of the prescription, such as 
because it is for a narcotic or a controlled substance, because 
it is for a compound, or because it is for a drug which is not 
in a sohd dose countable form. The present invention is 
concerned with the automatically handled orders which 45 
include the Autopack Production Order, the Large Produc- 
tion Order and the Marriage Production Order. An Autopack 
Production Order is one containing one to four prescriptions 
for tablets or capsules, all of which are to be automatically 
dispensed and automatically assembled in a shipping con- 50 
tainer. A Large Production Order is like an Autopack Pro- 
duction Order except that it is for more than four prescrip- 
tions or requires more than four prescription bottles to be 
filled. In the specific described embodiment, only four 
prescription bottles can be automatically assembled in one 55 
shippii^ container, A Marriage Production Order is one in 
which some of the order must be manually filled and packed 
and some of which is to be automatically dispensed and 
packed. 

As shown in the schematic illustration of FIG. 1, the 60 
orders are received by a host computer 9 which forwards the 
orders to a distributed computer system including a central 
computer called Prescription Automation Controller 10 
(PAC). PAC maintains an order file of the information about 
each prescription to be filled in an order including all of the 65 
information needed to fill each prescription, prepare a pre- 
scription label for each prescription and the information to 
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print literature to go in a shipping container with the 
prescription or prescriptions. PAC updates the order file to 
maintain a record of the current status of each prescription 
being filled as it progresses through the automated system. 
5 In the ^edfic embodiment of the invention as shown in 
FIG. 1, PAC 10 controls a set of PAL stations 14 which print 
prescription bottle labels, apply the prescriptions to prescrip- 
tion bottles, and load the labeled bottles onto bottle carriers, 
a carrier conveyer system 21 which carries the bottle carriers 

10 to different parts of the system, automatic drug dispensir^ 
machines 23 which dispense tablets or capsules into the 
prescription bottles in the bottle carriers as they are carried 
by the conveyer system 21, bottle cappers 25 which apply 
caps to the bottles, and OCP stations 29 at which the bottles 

15 are unloaded firom the carriers and placed in the shipping 
containers corresponding to the patient orders. The conveyer 
system 21 carries the bottles in the carriers from the PAL 
stations through the automatic drug dispensing machines 23 
to the bottle cappers 25 and then from the bottle cappers to 

20 Ihe OCP stations 29. The conveyer system 21 also carries the 
empty carriers back to the PAL stations 14. The OCP stations 
each also have a literature dispensing mechanism which 
inserts printed literature into each shipping container with 
the filled and capped prescription bottles. PAC 10 conUDls 

25 literature printers 31 which print literature for each prescrip- 
tion order and enclose the literamre for each prescription 
order in an envelope, print a bar code that shows through a 
window in the envelope identifying the prescription order, 
and then place each envelope on a literature conveyer 34 

30 which carries the envelope from the literature printers 31 to 
the OCP stations 29. 

As shown in FIG. 2, bottles to be automatically filled with 
the prescription drugs are introduced to the automated 
system by hoppers 37 which receive the bottles in bulk form 

35 and automatically feed the bottles to unscramblers 39. One 
of the hoppers 37 and one of the unscramblers 39 will be for 
large bottles of 160 cc. and the remaining hoppers and 
unscramblers will be for small bottles of 110 cc. The small 
bottle size can accommodate a majority of the automatically 

40 filled prescriptions. The large bottles are large enough for 91 
percent of the prescriptions and are tised to fill the prescrip- 
tions in that 91 percent which are too large for the small 
bottles. The remaining 9 percent of the prescriptions which 
are too large for the large bottles arc filled by using multiple 

45 bottles. A laige bottle and a small bottle will contain a 
volume required for 97.5 percent of the automatically filled 
prescriptions. In the unscramblers, the bottles are singulated 
and oriented so that the bottle opening first faces downward. 
The bottles are then righted and directed to PAL stations 14 

50 on bottle conveyers 41 and 43, one for large bottles and one 
for small bottles. The unscramblers are purchased equip- 
ment and arc available firom Palace Packaging Equipment 
Co. 

In the specific embodiment of the invention, there are four 
55 PAL stations 14 as shown in FIG. 2. At the PAL stations 14, 
prescription labels are printed under control of the PAC 
corresponding to the prescriptions being automatically filled 
and the printed labels are applied to the bottles. As shown in 
FIG. 3, which illustrates a typical bottle label, the bottle 
60 label contains the usual prescription information plus a bar 
code 28 representing a 14 digit decimal number called the 
Bottle Identification Number (BIN). The first ten digits of 
the BIN will the same as the order number which uniquely 
identifies a patient order. The other four digits of the BIN 
65 represent a prescription item nimiber within the patient 
order This BIN will also be stored by the PAC 10 in the 
order file. 
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As shown in FIGS. 4a and 4by a boUle carrier has-24 wells 
44 to receive bottles which are arranged in a 4x6 array. The 
leading row which consists of four wells are sized to 
accommodate the large sized bottles and the remaining five 
rows are sized to receive the small bottles. This breakdown 5 
is a close approximation to the anticipated requirements for 
large and small bottles. The bottles all have the same 
diameter, as do the wells, but the wells in the first four rows 
are deeper to accommodate the larger bottles which have a 
greater axial dimension. The well bottoms in the carriers are lo 
positioned so that the tops of the bottles loaded in the 
carriers are all at the same level 

The bottle carrier is also provided with an RFTD tag 46 
which uniquely identifies the carrier. The carrier identifica- 
tion can be read out from the RFID tag by radio frequency 15 
transducers- The RFID tags and transducers are available 
from Data Logic Company. After a carrier is loaded at a PAL 
station, the RFID tag on the carrier is read and stored by PAC 
10 in the order file associated with the prescription orders of 
bottles loaded on the carrier. 20 

Each bottle becomes unique when the label is applied to 
the bottle, and it must be placed at a predetermined sched- 
uled position within the bottle carrier by a PAL station 14. 
It is critical that no deviation occur between the logical 
position of the bottle determined by PAC and the physical 25 
location of the bottle on the carrier. Also a given Auto-Pack 
Production order for more than one prescription may have 
prescription bottles in up to four different carriers, but the 
carriers will usually all be in th^same rank in their progres- 
sion through the system so that they will be loaded at 30 
approximately the same time by the PAL stations. PAC must 
maintain in the order file the identification of the carrier in 
which the bottle of each prescription is located, and the 
location in the carrier where each bottle is located. PAC will 
obtain the carrier identification after the carrier is loaded by 35 
the reading of the carrier RFID tag when the carrier is 
positioned for transfer out of the PAL station. 

PAL Station 

As shown in FIG. 5a, the empty bottles are fed to a PAL 40 
station on bottle stream conveyers 41 and 43. At the PAL 
station, the bottles are received in a star wheel 48 which 
transports the bottles in sequence to a label applying position 
49. At the label applymg position, a label printed by a label 
printer 42 is applied to the prescription bottle by rotating the 45 
bottle on its axis at the position 49. After application of the 
label, the bar code on the label is read by bar code reader 35 
and is received by the PAL station controller to verify the 
BIN on the label. After verification of the bar code, the star 
wheel advances the labeled bottle to the drop position 30. As 50 
shown in FIG. 55, the bottle is dropped through a trap door 
from the drop position into a telescoping guide 32, which 
guides the bottle into a carrier 38 positioned beneath the star 
wheel 48. Empty carriers are delivered to the PAL station by 
a conveyer, from which they are received into a carrier 55 
buffer 40, and then are loaded on an XY indexing table 57 
positioned beneath the star wheel 48. The indexing table 57 
is moved in a serpentine path to move each well in the carrier 
on the table 57 in sequence under the drop position 30 to 
receive a prescription bottle through the guide 32. As each 60 
prescription bottle is dropped from the drop position 30, the 
guide 32 telescopes downwardly to guide the bottle into the 
appropriate carrier well positioned directly under the drop 
position. Id this manner, the carrier is loaded with labeled 
prescription bottles in scheduled positions in the carrier. 65 

After the loading cycle, an RFID tag reader will read the 
unique RFID tag identification and communicate it to PAC, 
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The carrier will then be released by the PAL station onto a 
conveyer 45 which carries the carrier loaded with the labeled 
empty prescription bottles to an automatic dispensing 
machine 23, of which there are four, one for each PAL 
5 station 14. 

Automatic Drug Dispensing Machines 

As shown in FIG. 2, the conveyers 45, under control by 
PAC, carry the bottle carriers from the four PAL stations 14 

10 to carrier bufifers at the entrances of the four automatic drug 
dispensing machines 23 in which the tablets or capsules of 
the prescriptions are automatically dispensed into the pre- 
scription bottles under the control of PAC. Because of the 
organization provided by the carriers, the bottles are 

15 arranged into four columns approaching each automatic 
dispensing machine 23. Since there are four automatic 
dispensing machines 23, 16 parallel prescription bottle col- 
umns approach the dispensing machines. In the specific 
embodiment of the invention, the four automatic drug dis- 

20 pensing machines each have 384 drug dispensers ananged 
four columns wide and 96 rows deep to provide a total of 
1,536 pill dispensers. The automatic drug dispensing 
machines are similar to those described in the copending 
apphcation Ser. No. 08/455^98 filed May 31, 1995 which is 

25 hereby incorporated by reference. Each dispensing lane is 
divided into 32 buffer assemblies each containing twelve 
drug dispensers oriented six on each side of a conveyer 
within the dispensing machine. 

As shown in FIG. 6, which schematically illustrates one 

30 of the dispensing machines with bottle carriers 38 beii^ 
indexed there-through, each of the 32 buffer assemblies of 
the machine contains three rows of dispensers 50. The 
carrier conveyer in each dispensing machine is an indexing 
conveyer, which moves each carrier in the dispensing 

35 machine forward one row at a time. The carriers in a 
dispensing machine are juxtaposed head to toe in a continu- 
ous line throughout the dispensing machine so that there are 
no gaps between carriers and the indexing conveyer moves 
all the carriers in the continuous line forward simuJuneously 

40 one row at a time. The carriers in the continuous line are 
spaced from each other a fraction of an inch on the indexing 
conveyer, but the distance between the last row on a pre- 
ceding carrier in the continuous line and the first row on a 
succeeding carrier is equal to the distance between rows on 

45 a carrier and to the distance between dispenser rows in the 
automatic dispensing machines 23. At each position in 
which the carriers are stopped in the automatic dispensing 
machine, the prescription bottles in the carriers will be 
aligned under the drug dispensers. Accordingly, each row of 

50 bottles is successively brought under each of the 96 rows of 
four dispensers in the machine. Each time the bottle carriers 
containing the prescription bottles are stopped in the 
machine, each of the bottles in the line which is underneath 
a drug di^)enser containing tablets or capsules to be dis- 

55 pensed in such bottle is filled with the prescribed number of 
tablets or capsules and then the continuous line of carriers is 
indexed to the next row position. When a conveyer 45 
transports a carrier newly filled with empty prescription 
bottles to a dispensing machine 23, the carrier will come into 

60 position adjacent the preceding carrier at the entrance to the 
dispensing machine in a carrier buffer 51. An RFID tag 
reader 58 verifies the presence of the correct new carrier in 
the buffer 51. The indexing conveyer will not index the line 
of juxtaposed carriers in the dL^nsing machine forward 

65 unless a new carrier with empty bottles is within the carrier 
buffer 51 so that no gaps will be formed between the carriers 
in the di^nsing machine. When the new carrier reaches the 
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indexing conveyer, it will become a part of the line of 
juxtaposed carriers in the dispensing machine being indexed 
forward one row at a time. Each of the automatic drug 
dispensing machines 23 operates to fill prescriptions in the 
above-described manner as the bottle carriers containing the 5 
prescription bottles move through the machines. Preferably, 
the buffer assemblies of each dispensing machine 23 are 
divided into groups of eight separated by a selected number 
of dispensing rows so that the indexing conveyer can be 
accessed and technicians on opposite sides of a dispensing 
machine can more readily communicate. When a carrier 
moves out of the last row position in a dispensing machine, 
all of the prescription bottles in that bottle carrier should be 
filled and a conveyer 56 transports the prescription bottles 
now filled with the prescriptions to a bottle capper 25 as 
shown in FIG. 2. 

The individual drug dispensers and their organization into 
buffer assembUes is similar to that described in the above- 
mentioned copending application. As described in this 
application, and as shown in schematically in FIG. 6a, the 
tablets or capsules are counted out one at a time from a 20 
hopper 52 by a counter 53 into an upper buffer 54, then 
released into a lower buffer 55 and then released from the 
lower buffer into a prescription bottle (designated 59 in FIG. 
6a) when it comes into position under the dispenser. The 
releasing of the tablets or capsules from the upper buffer 54 25 
into the lower buffer 55 is referred to as "staging". While the 
tablets or capsules of a first prescription are held in the lower 
buffer 55 waiting to be released into a prescription bottle, the 
tablets or capsules of the next prescription to be filled from 
that dispenser after the first prescription will be counted into 30 
the upper buffer 54 as described in the above-mentioned 
copending application. To control the release of tablets or 
capsules firom an individual dispenser into the correct pre- 
scription bottle, PAC maintains an index count for each 
automatic dispensing machine 23 which is incremented each 35 
time the automatic drug dispensing machine indexes the 
carriers one row forward within the machine, PAC 10 
maintains a prescription work-to Hst for each drug dispenser 
and this Ust is loaded with index numbers each correspond- 
ing to a prescription for the tablets or capsules of the 40 
dispenser and indicating when the dispensing cell is to 
dispense the tablets or capsules of the prescription. The 
index number for a prescription is loaded into the work-to 
list at the time the prescription bottle for the prescription is 
loaded into a carrier. The index number is determined from 45 
the current index count pltis the number of carrier rows 
between the dispenser and the carrier row into which the 
prescription bottle is loaded When the index count for the 
dispenser reaches the index mmiber in the work-to list for a 
dispenser, the tablets or capsules firom the lower buffer in the 50 
dispenser are released into the prescription bottle. 

Because more than one bottle may be approaching a drug 
dispenser to be filled from that di^enser, each work-to list 
may contain several index numbers one for each of the 
prescription bottles to be filled from the dispenser loaded in 55 
a carrier approaching the dispenser. The lowest index num- 
ber is processed first in each work-to list so that each 
successive bottle will receive the corresponding counted out 
prescription by the di^enser. If a drug dispenser in the 
dispensing machine senses that the dispenser may have 60 
failed to count out the correct number of tablets or capsules 
or fails to operate to release the tablets or capsules into the 
intended prescription bottle, this failure would be reported to 
the PAC 10 which will record the failure in the order file. 
The faulty dispenser is taken out of service by the PAC 10, 65 
which schedules no new prescriptions for that dispenser 
until it has been serviced and rendered operative. 
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Prescription Bottle Cappers 

After the prescription bottles in the carrier have been 
filled by one of the automatic drug dispensing machines 23, 
^ a conveyer 56 transports the carrier to a bottle capper 25 
where the bottles capped while the bottles remain in the 
carrier. At the bottle capper 25, the carrier is loaded on an 
XY indexing table and the carrier is moved on the indexing 
table to position each bottle under the bottle capper where 
the bottle is capped. !f the bottle capper detects that a bottle 
is not properly capped, this information is communicated to 
PAC and entered in the order file. 

OCP Stations 

15 As explained above, the carriers are organized into ranks 
with a rank of four carriers progressing through the auto- 
matic drug dispensing machines 23 and the bottle cappers 25 
synchronously so that the four carriers of a rank exit from 
the cappers 25 at the same lime. From the bottle cappers 25, 

20 the conveyers 56 feed the carriers onto an endless conveyer 
loop 71 which will transport the four carriers of a rank to one 
of six OCP stations 29. 

As shown in the OCP station of FIG. 7, the four carriers 
of a rank are first received in a carrier buffer 75 firom which 

25 they are loaded onto a turntable 77. An RFID tag reader 
verifies that the correct carriers are in place on the turntable. 
The turntable 77 selectively rotates the carriers into a 
position to have the bottles removed by a robotic arm 79. 
The OCP station also contains equipment 91 for packing 

30 literature into shipping containers, which take the fonn of 
bags, along with the prescription bottles of a given order. 
The OCP station also includes a bagging machine 81 which 
presents the bags for successive orders to be loaded in 
sequence at a loading position. The bagging machines are 

35 purchased equipment manufactiued by Concept Packaging 
Company of Carson City, Nev. The bagging machine also 
prints a bar code identifying the order directly on each bag. 
The printed data may include the mailing address to which 
the shipping container is to be sent. In FIG. 7, a bag 83 is 

40 shown at the loading position with its mouth open. The 
opening of the mouth of bag 83 is accomplished by a blower 
provided as part of the bagging machine. The conveyer 34 
brings envelopes 85 containing literature to be packed in 
shipping containers to the OCP station in the reverse 

45 sequence that the patient orders are to be packed at that OCP 
station for a given rank of carriers. At the OCP stations the 
literature conveyor 34 is in the form of a literature sortation 
system of the type used in mail sortation by the U.S. Post 
OflSce. The literature sortation system comprises a pair of 

50 belts 88 at each OCP station and the pairs of belts pass the 
envelopes along from station to station. Between each pair 
of belts is a gap in which a deflector 89 is located. The 
deflector 89 under control of the OCP station controller can 
deflect selected literature envelopes into a literature dispens- 

55 ing mechanism 91 at the OCP station. When a rank of 
carriers is directed to a given OCP station by PAC 10 from 
bottle cappers 25, PAC 10 will send an unload message to 
the controller for the OCP station. The unload message will 
contain an indication of the sequence that the orders are to 

60 be unloaded firom the rank of carriers at the station as well 
as containing the information as to the scheduled position of 
the bottles of each order in the four carriers of the rank of 
carriers to be unloaded. At the same time that PAC sends an 
unload message to the controller of the OCP station, it sends 

65 a corresponding autopublish message to the printers 31. This 
message will contain the information to be printed for the 
complete orders contained in the rank of carriers being sent 
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to ao OCP station. The autopublish message will also 
contain the sequence in which the corresponding orders are 
to be unloaded at the OCP station. In response to the 
autopublish message, one of the printers 31 will print 
literature for the orders and deposit the literature packs for 5 
the orders on literature conveyer 34 in reverse order from 
that in which the orders are to be unloaded at the OCP 
station. Each literature pack is enclosed in an envelope 
having a die cut window through which a bar code is 
readable by a bar code reader. This bar code which will be 10 
printed by the appropriate printer 31 will identify the order 
for which the literature pack is printed. As the envelopes 
containing literature packs are carried past the OCP station 
in the literature sortation system, the bar code readable 
through the window in each envelope will be read by a bar 15 
code reader 87. When the bar code read by the bar code 
reader verifies that the bar code coincides with an order in 
the unload message received by the controller for the OCP 
station, the controller for the OCP station will cause the 
deflector 89 to deflect the envelope into the literature dis- 20 
pensing mechanism 91 at the OCP station. Since the con- 
veyor brings the literature envelopes to the station in the 
reverse sequence that the corresponding patient order is to 
be packed at the packing station, the envelopes will be 
packed into the dispensing mechanism in that sequence, 25 
When a bag 83 is ready to be packed at the OCP station, the 
literature dispensing mechanism 91 first inserts a literature 
envelope into the bag 83 where it will be positioned at one 
side of the bag by gravity. This effect is achieved by 
orienting the bag at a slight tilted position at the bagging 30 
machine. After the literature has been inserted, the robotic 
arm 79 unloads the bottles of the order firom the scheduled 
positions in the four carriers on the turntable in accordance 
vnth the unload message. The robotic arm includes a bar 
code reader and each time a botde is lifted out of a carrier 35 
by the robotic arm, the label on the bottle is read and 
verified. The prescription bottles are then loaded into the bag 
83 by a bottle loading mechanism 93, 

If, because of a malfunction, a literature envelope is not 
deflected by the deflector 89, because of, for example, an 40 
improper bar code on the envelope, the envelope will 
continue on the conveyer 34 to the end of the conveyer and 
be dumped into a receptacle at the package quality assurance 
station 96 as will be described in more detail below. In this 
circumstance, the bottles of this order will not be packed 45 
with a literature pack. When the shipping containers 83 have 
been verified and filled with a literature pack and with a 
patient's order, the bag is sealed and dropped onto a con- 
veyer 95 which carries the sealed shipping container to a 
mailing area where the bag is read and logged and then 50 
mailed to the customer. If the bag does not contain a 
literature pack, then the bag is diverted into a tote 99 which 
will then be transported by a conveyer 101 to the package 
quality assurance station 96 where the shipping container 
will be assembled with the literature pack manually. As 55 
shown in FIG, la, the bag is dropped from the loading 
position onto an inclined table 102 and normally slides 
under a gate 103 onto conveyer 95. If the bag is to be sent 
to the package quality assurance station 96, the gate 103 will 
be down to prevent the bag from shding onto conveyer 95 eo 
and the table 102 is pivoted to dump the bag into a waiting 
tote on conveyer 101. 

As shown in FIG. lb, the bag loadir^ mechanism com- 
prises a horizontal star wheel 120 which receives the bottles 
from a bottle stream conveyer. Bottles are placed on the 65 
bottle stream conveyer by the robotic arm 79. The horizontal 
star wheel feeds the bottles into a vertical star wheel 122 
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which rotates the bottles from a vertical axis orientation to 
a horizontal axis orientation and drops the bottles into a 
bottle nozzle device 124, as shown in FIG. 7c, A bar code 
reader 106 reads the bar code on each bottle as it is carried 

5 by the star wheel 120. The bottle nozzle device 124 receives 
all the bottles of the order and then deposits the bottles in the 
waiting open bag. 

As shown in FIG. 7c, the bottle drops from the vertical 
star wheel 122 into the open top of the box shaped nozzle 

10 device 124. One vertical side of the nozzle device 124 has 
a slot 126 into which a movable arm 128 extends. When the 
first bottle of an order is received into the nozzle device 124, 
the arm 128 will be relatively close to the open top of the 
nozzle device 124. The arm 128 is movable upwardly and 

15 downwardly by means of the actuator 130 and as each 
successive bottle is received in the nozzle device, the arm 
128 indexes downwardly. When all of the bottles of an order 
have been received in the nozzle device 124, the actuator 
130 lowers the arm 128 to the bottom of the slot 126 and 

20 then withdraws the arm 128 from the nozzle device 124 so 
that the bottles drop to the bottom of the nozzle device. The 
nozzle device then moves downwardly into the open bag. 
The bottom of the nozzle device 124 is provided with a 
normally closed flap 132 and the flap 132 is opened after the 

25 nozzle device lowers into the bag to allow the bottles to drop 
to the bottom of the bag. 

The operation of the literature dispensing mechanism 91 
is schematically illustrated in FIG. Id, As shown in FIG, Id, 
envelopes deflected from the conveyor 34 travel through a 

^ chute 136 to one side of a magazine 137 and a pusher 
mechanism 138 pushes the envelope sideways into the 
magazine. The magazine 137 is one of a pair of magazines 
137 and 139 positioned one above the other. When all of the 
envelopes for a rank of carriers on the turntable have been 
received in the upper magazine 137, the assembly of the two 
magazines is rotated to 180 degrees so that upper magazine 
becomes the lower magazine and vice versa. A vacuum 
pick-up 142 removes the envelopes from the lower maga- 
zine and carries the envek)pes to a guide 143, which directs 

^ each envelope to a bar code read position. After a bar code 
reader 144 reads the bar code on the envelopes, an actuator 
145 moves the envelope into position over a waiting open 
bag, where the envelope is dropped into the bag. 

While the lower magazine of the pair of magazines 137 
and 139 is being unloaded and packed in a bag from the 
lower position as shown in FIG. 7c, the magazine in the 
upper position will be padced with literature envelopes for 
the next rank of carriers to be received by the OCP station, 

50 As described above, the bar code on the bottles trans- 
ported by the horizonal star wheel 120 are read by a bar code 
reader 106. The patient order represented by the bar code 
read by the bar code reader 106 must agree with die bar code 
read from the literature padc by bar code reader 144 and with 

55 the bar code printed on the shipping container by the 
bagging machine 81. If there is any discrepancy, the package 
will be directed into the waiting tote 99 and sent on conveyer 
101 to the package quality assurance area 96 where the 
shipping container and its contents will be manually 

60 inspected for resolution of any problem identified. 

The above-described operation of the packing of the 
shipping containers with a literature pack and the bottles of 
the patient order is carried out for an order comprising a 
single bottle or containing multiple bottles up to four bottles 

65 of an order if the bottles of the patient order are all in the 
same rank of carriers which will be positioned on the 
turntable 77. In some instances a patient order will have one 



11 

or more bottles in two different ranks of carriers. In that 
instance, this fact will be recorded in the order file by PAC 
10 and PAC 10 will direct the robotic arm to place the bottles 
of the split order on a bottle stream conveyer 108 from 
which they are sent to bottle sortation and packing station 5 
112 (BSP station) to be described below. 

As described above, each bottle unloaded from a carrier 
at one of the OCP stations has its bar code read and verified 
by a bar code reader in the robotic arm 79. A discrepancy in 
this verification will cause OCP station to place the bottle in 
a bottle stream conveyer 108 to be sent to the bottle quality 
assurance area 109 where the bottle is manually and elec- 
tronically inspected. Any bottle which has been identified by 
PAC as one which may have not been filled with the correct 
number of tablets or capsules by the automatic dispensing 
machine is also sent via conveyer 108 to the bottle quality 
assurance area 109. Also when a bottle capper 25 detects that 
it failed to properly cap the bottle, this failure will be 
recorded in the order file and PAC 10 will direct the OCP 
station to place the corresponding prescription bottle in the 
bottle stream conveyer 108, which transports the bottle to 20 
the bottle quality assurance area 109. 

In addition, bottles which require verification that the 
replenishment of the automated dispensers in the automatic 
dispensing machines 23 has been accomplished with the 
correct drug are also sent to the bottle quality assurance area. 25 
This latter function is accomplished as follows: PAC 10 
maintains a count of the number of tablets or capsules to be 
dispensed from each drug dispenser in the automatic drug 
dispensing machines 23. When the number of tablets or 
capsules in the hopper of a dispenser reaches a predeter- 3^ 
mined low level, a prescription for the tablets or capsules of 
that dispenser is selected from the que of prescriptions 
awaiting filling stored in PAC 10. The prescription is 
selected to call for a sufScient quantity of tablets or capsules 
to exhaust the remaining tablets or capsules in that dispenser. 
The corresponding dispenser is then caused to dispense 
tablets or capsules in accordance with the predetermined 
prescription so that the hopper at the dispenser is exhausted 
of tablets or capsules. This operation is carried out before the 
PAL station 14 labels a bottle for this corresponding pre- 
scription. The tablets or capsules for the prescription will be 40 
counted out into the upper buffer of the corresponding 
dispenser but wiU not be released from the upper buffer to 
the lower buffer because the number of tablets or capsules 
counted out is incomplete. Then when that drug dispenser 
has been refilled with tablets or capsules, the dispenser will 45 
then complete its counting out of the number of tablets or 
capsules required for the prescription into the upper buffer. 
When the count is successfully completed, the prescription 
bottle for this prescription will be labeled and loaded in a 
carrier by the appropriate PAL station in the appropriate 50 
column of the carrier. When this bottle reaches the dispenser, 
the tablets or capsules wiU be released into the bottle. Such 
a bottle which is filled in this manner with part of the tablets 
or capsules before the dispenser is exhausted and part of the 
tablets or capsules coming firom the next refill of the 55 
dispenser is called a crossover bottle. All crossover bottles 
upon being unloaded at an OCP station 29 are placed in the 
bottle stream conveyer 108 by the robotic arm 79 to send the 
crossover bottles to the bottle quality assurance area 109. 

In addition to the crossover bottles, the first bottle after the 60 
crossover bottle to be filled by any dispenser is also sent to 
the bottle quality assurance area 109 by being placed in the 
bottle stream conveyer 108 by the OCP station. When a 
bottle requiring inspection at the bottle quality assurance 
area is part of a multiple bottle order, all of the remaining 65 
bottles of that order are sent via the conveyer 119 to BSP 
station 112. 
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Bottle Quality Assurance Area 

The bottle quality assurance area 109 has several stations 
at which pharmacists will scan the bar code on the bottles 
and visually inspect the contents of the bottles. The scan of 

^ the bottle bar code will bring up a display on the pharma- 
cist's terminal which includes all the information regarding 
the particular prescription and order including the drug 
name, and instructions which identify the reason for the 
verification. All of the bottles that pass this inspection are 
inserted by the pharmacist on a bottle stream conveyer 111 
to send the inspected bottles to the BSP station 112. 

As described above, the robotic arms at the order con- 
solidation and packing stations place individual bottles in 

j5 the bottle stream conveyer 108 to be sent to BSP station 112 
or to the bottle quality assurance area 109. The conveyer 108 
leads to a star wheel diverter mechanism 114 which under 
the conU-ol of a controller for the BSP station deposits the 
bottle in a bottle stream conveyer 116 leading to the bottle 

20 quality assurance area 109 or into a bottle stream conveyer 
118 leading to BSP station 112. 

BSP Station 

As shown in FIG. 8, the BSP station comprises a rotary 

25 bufifer 113 in which slots 115 are defined by carriers sliding 
on an oval table top and rotate around a central hub on the 
table top. The bottle stream conveyer 118 leads to the table 
top of the rotary buffer 113 and each of the slots 115 rotates 
in succession past the exit end of the bottle stream conveyer 

30 118. As the boUles approach the buffer 113, the bar codes on 
the labels are read by a bar code reader 117,. The controller 
for the BSP station controls the buffer 113 to receive the 
bottles presented on conveyer 118 in slots corresponding to 
patient orders as determined from the BIN numbers read on 

35 the prescription bottles. The prescription bottles of a given 
order arc all accumulated in the same slot 115 in Ihe rotary 
buffer 113, When a complete order has been accumulated in 
the rotary buffer 113, PAC will direct the printers 31 to print 
a literature pack for the order. Literature on the ccmveyer 34 

40 passes the BSP station 112 before the OCP stations and the 
bar codes on the literature packs on the conveyer 34 are read 
by a bar code reader 125 at the BSP station. The conveyor 
34 at the BSP station 112 comprises a literature sorlii^ 
conveyor like those al the OCP sUtions. When a literature 

45 envelope containing literature for a patient order which is 
scheduled to be packaged al the BSP station passes by this 
station, this fact will be detected by the bar code reader 125. 
In response to this detection, a deflector 127 will deflect the 
literature from the conveyer 34 and direct it into literature 

50 dispensing medianism 129, The literature dispensing 129 is 
the same as the dispensing mechanisms 91 at the OCP 
stations 29. The BSP station 112 also has a bagging machine 
123 like the bagging machines 81 at the OCP stations 27 and 
the literature will be dispensed and packed in a bag 121 in 

55 the same manner as described in connection with the OCP 
sUtions. When the literature dispensing mechanism 129 
feeds a literature pack to the shipping container, the bar code 
of the literamre pack will be read by a bar code reader. This 
bar code should identify an order in a slot in the rotary buffer 

60 113. In response to the bar code read by the bar code reader, 
the controller for the BSP station will operate the rotary 
buffer 113 to move the corresponding buffer slot 115 into 
position to be unloaded into bottle loading mechanism 119, 
which is of the same construction as the bottle loading 

65 mechanisms 93 at the OCP stations. Then after the literature 
pack has been inserted into the waiting bag 121, the bottles 
of the order will be loaded into the bag 121 by the mecha- 
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nism 119. The BSP station, like the OCP stations, drops the 
completed and sealed bags on the conveyer 95 for carrying 
the completed package to the mailing area. When the bar 
code reader 131 detects that the envelope does not corre- 
spond to an order in the buffer 113, then this envelope will 5 
be packed without bottles and the bag will be diverted into 
a tote 135 which will be carried by the conveyer 101 to the 
package quality assurance area 96 where the package will be 
manually assembled with the correct prescription bottles. 

If the literature pack is on the conveyer 34, but because of 
failure of the bar code reader 125 or the literature sorting 
mechanism, does not get diverted at station 112, the con- 
veyer 34 will carry the literature package to the package 
quality assurance area where it can be manually added to the 
package. 

Manual Packing Area 

When the order is a marriage order requiring some of the 
order to be manually filled and some of the order to be 
automatically filled, a portion of the order to be automati- 
cally filled will be filled by the automatic dispensing 
machines 23 capped by the bottle cappers 25 and inserted 
into a bag or shipping container at an OCP station 29 along 
with the literature of this order. This bag will then be 
diverted into a wailing tote 99 and sent on the conveyer 101 
to manual packing area 149 where the rest of the marriage 
order requiring manual dispensing and packing will be 
packed with the automatically dispensed portion of the 
order. 

When the order is a large production order requiring more 
than four bottles for the order, all items of the large pro- 
duction order should be found in the same rank of carriers 
and loaded onto a turntable at an OCP station. Four bottles 
of the order will automatically be inserted into a shipping 35 
container as described above along with the literature for the 
order and then this order upon being bagged will be diverted 
into a waiting tote 99 which will remain at the OCP station 
to receive the rest of the orden The remainii^ bottles of the 
order will then be packed in an additional bag or bags and ^ 
also diverted into the tote 99 so that all the bags correspond- 
ing to a single large order will be assembled in a tote 99. 
When the order is complete in the waiting tote 99, the tote 
is sent on the conveyer 101 to the manual packaging area 
149 where the order will receive any manually dispensed 45 
prescriptions and be packed manually into a mailing pack- 
age for sendir^ to the patient. 

Control System Architectiu-e 

As shown in FIG. 9, PAC 10 controls the components of so 
the system through a distributed logic system. PAC 10 
receives the prescriptions from the host computer and stores 
the prescriptions in the order file. PAC 10 controls the PAL 
stations 14 via controllers 153. PAC 10 makes a batch file for 
each carrier containing the prescription information for each 55 
prescription to be loaded into the corresponding carrier and 
the exact locations in the carrier where the prescription 
bottles of the prescriptions are to be placed. These batch files 
are transmitted to the controller 153 which controls label 
printers of the PAL stations 14 to print the bottle prescription 60 
labels, label the bottles, and control the PAL stations to load 
the labeled bottles in the scheduled locations in a carrier. 
Transducers 155 read the carrier identification from the 
RFID tag when a carrier has been loaded at a PAL station 
and the loaded carrier is dispatched to an automatic drug 65 
dispensing machine and controllers 153 transmit the carrier 
identification to PAC 10. PAC 10 stores the carrier identi- 
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fications of the carriers in associatioa with the scheduled 
locations for the prescription bottles loaded in these carriers 
and with the corresponding orders so diat for each order, 
PAC can retrieve the carrier identifications and the scbed- 
5 uled locations in the carriers of the prescription bottles for 
the order. 

The conveyer system is controlled by PAC 10 via carrier 
conveyer controller 159. When the PAL stations have com- 
pleted loading of the orders in the batch file into a rank of 

iQ carriers, PAC 10 issues a move instruction to the conveyer 
controller 159 to cause the conveyers 45 to transport the rank 
of carriers now filled with labeled empty prescription bottles 
to the automatic drug dispensing machines 23. The control- 
ler 159 also controls the cappers 25. 

15 The automatic drug dispensing machines are controlled 
by PAC 10 via automatic dispensing machine controllers 
165. Each time a dispensing machine 23 indexes a line of 
carriers in the machine forward one row, the controller 165 
for that dispensing machine will report the indexing to PAC 

20 10 which increments the index count for the dispensing 
machine 23. In the preferred embodiment of the invention, 
the dispensing machines 23 are indexed synchronously so 
that only one index count is required to be kept for all four 
machines. After each indexing of the carrier trains by one 

25 row, PAC 10 instructs the controllers 165 to dispense the 
tablets or capsules firom the lower buffers of those dispensers 
for which the work-to list contain an index number equal to 
the index count. PAC 10 also instructs the controller 165 to 
count tablets or capsules into the upper buffers and stage the 

30 tablets or capsules in the lower buffers at the appropriate 
times as described in the abovementioned copending appli- 
cation. When a dispenser exhausts the tablets or capsules 
from its storage hopper in counting out tablets or capsules 
into the upper buffer, PAC 10 will wait xmtil the hopper has 

35 been replenished and then will instruct the controller 165 to 
complete the count from that dispenser. If an automatic drug 
dispensii^ machine 23 detects an error in counting out 
tablets or capsules or in the staging of the tablets or capsules 
in the lower buffer or in releasing the tablets or capsules 

40 from the lower buffer into a prescription bottle, the existence 
of this error will be signaled to the controller 165 which will 
report the error to PAC 10 which will store the information 
indicating a potential error in the filling of the bottle in the 
order file. 

45 The OCP stations 29 are controlled by the PAC 10 via 
controllers 169. When a rank of four carriers leave automatic 
drug dispensing machines 23, PAC 10 determines an OCP 
station 29 to receive the rank of carriers and directs the 
carrier conveyer controller 159 to control the carrier loop 71 

50 to move the rank of four carriers to the selected OCP station 
29 after the bottles in the carriers have been capped. As the 
carriers travel to the assigned OCP station 29 from the 
cappers 25, PAC 10 will send autopublish messages to 
printers 31 to print documents for each order which has been 

55 loaded in the rank of carriers and which is to be packed in 
OCP station. Each of the stations 29 will be assigned one of 
the printers 31 and the assigned printer will print literature 
packs for the orders in a rank of carriers in the reverse 
sequence that the orders are to be unloaded from the 

60 corresponding rank of carriers. When a rank of carriers is 
sent to an OCP station, PAC 10 will send an unload message 
to the OCP station controller 169 for that station. This 
unload message will include the information necessary to 
unload the bottles, and print the patient order ID on a bag to 

65 be presented by the bagging machine at the OCP station. The 
unload message identifies which carriers contain the bottles 
of each order, the locations of the bottles of each order in 
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each of the carriers and the sequence in which the orders are 
to be unloaded. Also, bottles of split orders, bottles to be sent 
to the BSP station 112 and bottles to be sent to the bottle 
quality assurance station will be identified in the unload 
message. From this information, the controller 169 controls 5 
the OCP station to unload the bottles from the locations in 
the four carriers on the turntable as specified in the unload 
message. The OCP station controllers 169 receive the carrier 
ID information from RFID tag readers and the BIN numbers 
read by bar code readers from both the bottles unloaded at lo 
the station and the information packets at the station. The 
controllers 169 also operate the tables 102 and gales 103 at 
the stations 29 to divert into totes those shipping containers 
which are to be sent to the package quality assurance area 96 
or to manual packing 137. 15 

PAC 10 also instructs a BSP controller 187 which controls 
the BSP station 112. The controller 187 controls the rotatory 
buffer 113 and controls the printer of the bagging machine 
123 to print labels on the bags presented by the bagging 
machine 123. The controller 187 also receives prescription 20 
BIN numbers read from the bottles and the order numbers 
read from the information packets at the station 112 and 
controls the diverting mechanism comprising an inclined 
table and gate at the BSP station 112 to divert selected bags 
into totes at the BSP station 112. The controller 187 also 25 
controls the star wheel 114 to direct bottles received on 
bottle stream conveyer 108 to the BSP station 112 or to the 
quality assurance station 109. 

The deflectors 89 at the stations 29 and the deflector 127 
at the station 112 are controlled by means of controller 194 
which receives the patient order ID bar coded on the 
literature packets read by the bar code readers 87 and 125. 
The controller 194 verifies that the bar codes read from the 
literature packs by the bar code reader 87 at an OCP station 
corresponds with the orders in the unload message received 
from ihe PAC 10. The controller 194 operates the deflectors 
89 to direct the literature packs into the literature dispensing 
mechanisms at the OCP station. The controller 194 com- 
pares the order identification received from PAC with order 
numbers read from the literature pack by bar code reader 125 
at the BSP station and when a match is detected, controller 
194 actuates deflector 127 to dkcct the literature pack into 
the literature dispensing mechanism at the BSP station. 

PAC 10 controls the tote conveyer 101 by means of a tote 
conveyer controller 197. The totes on the tote conveyer 101 
are identified by RFID tags and these RFID tags are read by 
an RFID tag reader 199. These tote IDs are transmitted to 
PAC 10 by the controller 197 so that PAC 10 can match the 
orders in the totes on the tote conveyer 101 with the tote ID. 

PAC 10 also interfaces with computers 201 at the quality 
assurance area 109 and with computers 203 at the package 
quality assurance area 96. The computers 201 and 203 
provide information to pharmacists or technicians about the 
orders and prescriptions in the packages and prescription 55 
bottles received at these quality assurance areas. 

The above-described system automatically dispenses tab- 
lets and capsules into prescription bottles, assembles the 
prescription bottles for a common order into shipping 
containers, prints literature packs for each order and auto- 
malically insens the literature packs into the shipping con- 
tainers and prints the mailing labels on the shipping con- 
tainers so that upon completion of the automatically 
operated system the order is ready to be mailed. 

The above automatic system is accomplished with a very 65 
high throughput of orders and, at the same time, provides for 
checks and balances to make sure that the system is oper- 
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ating properly and provides for automatically diverting 
orders and bottles for manual in^>ection for problems in the 
automatic system that have been detected. 
The above description is of a preferred embodiment of the 
5 invention and modification may be made thereto without 
departing from the spirit and scxspe of the invcation which is 
defined in the appended claims. 
We claim: 

1. An automatic prescription filling and packing system 
10 comprising pill dispensing machines to automatically count 

out and dispense pills into prescription bottles in accordance 
with prescription orders, means to print literature packs 
customized to said prescription orders, and order consoli- 
dation means to present a shipping container for each order, 
15 to insert the prescription bottle for said order into such 
shipping container and to insert, separately from any pre- 
scription bottle inserted into the shipping container, the 
literamre pack for said order into such shipping container. 

2. The system as recited in claim 1, wherein some of said 
20 prescription orders include a plurality of prescrq)tions, said 

dispensing machine dispensic^ the pills of the prescriptions 
of a prescription order into separate prescription bottles, said 
order consolidation means loading a plurality of prescription 
bottles of a prescription order containing more than one 
25 prescription into a common shipping container with a lit- 
erature pack for such prescription order, 

3. An automatic prescription filling and packing system as 
recited in claim 1 further comprising means to zpply printed 
prescription labels to said prescription bottles prior to the 

30 insertion of said prescription bottles into a shipping con- 
tainer. 

4. A prescription dispensing and packii^ system compris- 
ing a plurality of bottle carriers each having receptacles to 
receive a phirality of pill bottles, means to receive orders for 

35 prescriptions, means to load prescription bottles correspond- 
ing lo the prescriptions of said orders into scheduled loca- 
tions in said carriers, a prescription pill dispensing madiioe, 
means to transport said carriers with said prescription bottles 
through said dispensing machine, said dispensing machine 

40 dispensic^ the pills of said orders into the bottles in said 
carriers in accordance with the scheduled locations of the 
pill bottles in said carriers, order consolidation means 
receivii^ carriers torn said dispensing machine and pre- 
senting shipping containers to be filled, each shipping con- 

45 tainer corresponding to an order, said order consolidation 
means unloading bottles from said carriers and loading 
bottles into shipping containers corresponding to the orders, 
said order consolidation means determining each bottle to go 
in each shipping container from the scheduled location of 

50 such bottle in a carrier. 

5. A system as recited in claim 4, wherein said order 
consolidation means comprises a turntable to receive a 
plurality of said carriers, a robotic arm to unload prescription 
bottles from (he carriers on said turntable and means to 

55 transport the bottles unloaded from the carriera into shipping 
containers. 
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6. (Once Amended) A system as recited in claim 4, including a plurality of dispensing 
machines each receiving carriers with bottles and dispensing pharmaceuticals into the 
prescription bottles corresponding to orders in accordance with the scheduled locations of 
said prescription bottles in said carriers, conveying means organizing said [carries] 
carriers into ranks of a plurality of carriers and passing a rank of carriers through said 
dispensing machines synchronously, said system fiirther comprising a plurality of said 
order consolidation means and conveyer means to direct all the carriers of a rank to the 
same order consolidation means. 



7. A system as recited in claim 4, wherein some of said 
orders include a plurality of prescriptions, said automatic 
dispensing machine dispensing each prescription of an order 
in a separate bottle, said order consolidation means loading 

a plurality of bottles of an order into a common shipping ^ 
container. 

8. A system for assembling prescriptions by prescription 
order wherein an order may include more than one 
prescription, comprising a multiplicity of carriers each hav- 
ing the capability of receiving a multiplicity of prescription 
bottles in scheduled locations, means responsive to an order lo 
to provide prescription bottles filled with pharmaceuticals in 
accordance with the prescriptions of said patient order in one 

or more of said carriers, an order consolidation and packing 
station, means to assemble a plurality of carriers at said 
order and packing station, and packing means at said order is 
and consolidation station to remove the prescription bottles 
of said order from the scheduled locations in the carriers of 
said plurality and pack the bottles of said order in a con- 
tainer. 

9. The system as recited in claim 8 further comprising 20 
means to print literature for said order and pack said 
literature in said container at said consolidation and packing 
station. 

10. A system for sorting prescriptions by prescription 
order comprising a carrier having the capability of receiving 
a multiplicity of prescription bottles in assigned locations, 
means responsive to a prescription of an order to provide a 
prescription bottle filled with pharmaceuticals in accordance 
with said prescription in an assigned location in said carrier, 
an order consolidation and packing station comprising 
means to receive said carrier and remove said prescription 30 
bottle from said assigned location in said carrier and pack 
said prescription bottle in a container corresponding to said 
order. 
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11. A system as recited in claim 10 further comprising 
means to print literature corre^nding to said order and 
pack said literature in said container at said order consoli- 
dation and packing station. 

^ 12. A method of sorting prescription bottles by prescrip- 
tion order comprising identifying prescription bottles corre- 
sponding to each order, placing the prescription bottles of 
each order in scheduled locations in carriers, each carrier 

10 having a multiplicity of locations to receive prescription 
bottles, maintaining a record for each order of the identifi- 
cation of the carriers containing the prescription bottles of 
each order and the scheduled location in said carriers of each 
prescription bottle of each order, and removing the prescrip- 

^5 Uon bottles from the scheduled locations in said carriers in 
accordance with said record and placing the prescription 
bottles of each order in a separate container. 

13. A method as recited in claim 12 further comprising 
20 applying a label to each prescription bottle identifying the 

prescription in the order corresponding to said prescription 
bottle. 

14. A method as recited in claim 12 further comprising 
filling said prescription bottles with pills in accordance with 

25 said patient orders after said prescription bottles have been 
placed in scheduled locations in said carrier. 

15. A method as recited in claim 13 further comprising 
filling said prescription bottles after said prescription bottles 
have been labeled and placed in scheduled locations in said 
carriers. 



16, An automatic prescription filling and packing system comprising: 

at least one dispensing machine that automatically covmts and dispenses 
pharmaceuticals into bottles in accordance with prescription orders comprising at least 
one prescription; 

at least one printer for printing literature packs customized to the prescription 



orders; and 

at least one order consolidation and packing (OCP) station that presents a 
shipping container for each prescription order and inserts at least one bottle for each 
prescription order into the shipping container and inserts, separately from the at least one 
bottle inserted into the shipping container, a corresponding literature pack for each 
prescription order into the shipping container corresponding to the prescription order, 

1 7. The automatic prescription filling and packing system as recited in claim 16, 



wherein said at least one OCP station comprises: 
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a turntable for assembling a plurality of carriers, each having receptacles to 
receive a plurality of bottles in scheduled locations; 

a mechanical arm that removes the at least one bottle corresponding to a particular 
prescription order from at least one corresponding scheduled location in at least one of 
the plurality of carriers for subsequent packing of the at least one bottle in the shipping 
container corresponding to the particular prescription order; and 

a bagging machine that receives the at least one bottle corresponding to the 
particular prescription order from said mechanical arm and inserts the at least one bottle 
corresponding to the particular prescription order into the shipping container 
corresponding to the particular prescription order. 

18. The automatic prescription fiUing and packing system as recited in claim 17 
wherein said at least one OCP station further comprises a carrier buffer that temporarily 
stores the plurality of carriers before they are received at said turntable. 

1 9. The automatic prescription fiUing and packing system as recited in claim 17 
wherein each of said at least one dispensing machine receives at least one of the plurality 
of carriers and dispenses pharmaceuticals into the bottles corresponding to each 
prescription order in accordance with the scheduled locations of the plurality of bottles in 
the plurality of carriers, and further comprising at least one transport device that 
organizes the plurality of carriers into ranks of carriers and passes the ranks of carriers 
through at least two of said at least one dispensing machine synchronously, wherein each 
said at least one OCP station receives all the carriers of a rank. 
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20. The automatic prescription filling and packing system as recited in claim 17 
wherein said at least one QCP station further comprises a star wheel system that receives 
the at least one bottle from said mechanical arm and inserts the at least one bottle into 
said bagging machine. 

2 1 . The automatic prescription filling and packing system as recited in claim 20 
wherein said star wheel system comprises a first star wheel that rotates about a vertical 
axis and receives the at least one bottle from said mechanical arm and a second star wheel 
that rotates about a horizontal axis and receives the at least one bottle from said first star 
wheel and inserts the at least one bottle into said bagging machine. 

22. The automatic prescription filling and packing system as recited in claim 17 
wherein said at least one printer further prints a prescription label for each of the at least 
one bottle. 

23. The automatic prescription filUng and packing system as recited in claim 22 
further comprising a label applicator that affixes the prescription label to each of the at 
least one bottle. 

24. The automatic prescription filling and packing system as recited in claim 23 
wherein said label applicator affixes the prescription label to each of the at least one 
bottle prior to insertion of the at least one bottle into the shipping container. 



21 

25. The automatic prescription filling and packing system as recited in claim 22 
wherein the prescription label for each of the at least one bottle, a label for the shipping 
container corresponding to each prescription order, and the literature p ack corresponding 
to each prescription order have an identifying mark that indicates that the at least one 
bottle, the shipping container, and the literature pack each correspon d to a respective 
prescription order. 

26. The automatic prescription filling and packing system as recited in claim 25 
wherein the identifying mark is a bar code. 

27. The automatic prescription filling and packing system as r ecited in claim 16 
wherein for each prescription order comprising a plurality of prescri ptions, said at least 
one dispensing machine dispenses each prescription into a separate bottle for each 
prescription, and said at least one OCP station loads the separate bottles for each 
prescription into a common shipping container. 

28. The automatic prescription filling and packing system as recited in claim 1 6 
wherem the bottles are presented to said at least one OCP station in a plurality of carriers, 
each having receptacles to receive a plurality of bottles, the plurality o f carriers each 
having an identification tag affixed thereto to ensure that the correct carrier is presented 
to said at least one OCP station. 
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29. The automatic prescription filling and packing system as recited in claim 28 
wherein the identification tag is a radio frequency identification tag. 

30. A prescription dispensing and packing system comprising: 

a plurality of carriers, each having receptacles to receive a plurality of bottles in 
scheduled locations; 

a computer that receives prescription orders comprising at least one prescription; 

a loading station that loads the plurality of bottles in the scheduled locations 
corresponding to the prescription orders in at least one of said plurality of carriers; 

at least one dispensing machine that counts and dispenses pharmaceuticals into 
the plurality of bottles; 

at least one transport device that transports said plurality of carriers with the 
plurality of bottles through said at least one dispensing machine, said at least one 
dispensing machine dispensing the pharmaceuticals of the prescription orders received by 
said computer into the plurality of bottles in said plurality of carriers in acco rdance with 
the scheduled locations of the plurality of bottles in said plurality of carriers; and 

at least one order consolidation and packing (OCP) station that receives said 
plurality of carriers from said at least one dispensing machine and presents shipping 
contamers to be filled, each shipping container corresponding to at least one of the 
prescription orders, said at least one OCP station unloading the plurality of bottles from 
said plurality of carriers and loading at least one of the plurality of bottles into at least 
one shipping container corresponding to at least one of the prescription orders, said at 
least one OCP station determining which of the plurality of bottles goes into the at least 
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one shipping container corresponding to the at least one of the prescrip tion orders from 
the scheduled location of the plurahty of bottles in said plurality of carriers. 

3 1 . The prescription dispensing and packing system as recited in claim 30, wherein 
said at least one OCP station further inserts into the shipping container corresponding to 
the at least one of the prescription orders a literature pack corresponding to the at least 
one of the prescription orders. 

32. The prescription dispensing and packing system as recited in claim 30, wherein 
said at least one OCP station comprises: 

a turntable for assembling said plurality of carriers; 

a mechanical arm that removes the at least one of the plurality of bottles 
corresponding to each of the at least one of the prescription order s from at least one 
corresponding scheduled location in at least one of said plu rality of carriers for 
subsequent packing of the at least one of the plurality of bottles in the shipping container 
corresponding to each of the at least one of the prescription orders; and 

a bagging machine that receives the at least one of the plurality of bottles 
corresponding to each of the at least one of the prescription orders from said mechanical 
arm and inserts the at least one of the plurality of bottles correspondin g to each of the at 
least one of the prescription orders into the shipping container corresponding to each of 
the at least one of the prescription orders. 
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33. The prescription dispensing and packing system as recited in claim 32 wherein 
said at least one QCP station further comprises a carrier buffer that temporarily stores 
said plurality of carriers before they are received at said turntable. 

34. The prescription dispensing and packing system as recited in claim 32 wherein 
said at least one QCP station further comprises a star wheel system that receives the at 
least one of the plurality of bottles from said mechanical arm and inserts the at least one 
of the plurality of bottles into said bagging machine. 

35. The prescription dispensing and packing system as recited in claim 34 wherein 
said star wheel system comprises a first star wheel that rotates about a vertical axis and 
receives the at least one of the plurality of bottles from said mechanical arm and a second 
star wheel that rotates about a horizontal axis and receives the at least one of the plurality 
of bottles from said first star wheel and inserts the at least one of the plurality of bottles 
into said bagging machine. 

36. The prescription dispensing and packing system as recited in claim 30 further 
comprising at least one printer that prints a prescription label for each of the at least one 
of the plurality of bottles. 



37. The prescription dispensing and packing system as recited in claim 36 further 
comprising a label applicator that affixes the prescription label on each of the at least one 
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of the plurality of bottles in accordance with each of the at least one of the prescription 
orders. 

38. The prescription dispensing and packing system as recited in claim 36 wherein the 
prescription label for each of the at least one of the plurality of bottle s, the shipping 
container corresponding to each of the at least one prescription ord ers, and the literature 
pack corresponding to each of the at least one prescription orders have an identifying 
mark that indicates that the respective at least one of the plurality of bottles, the shipping 
container, and the literature pack each correspond to the at least one of the prescription 
orders. 

39. The prescription dispensing and packing system as recited in claim 38 wherein the 
identifying mark is a bar code. 

40. The prescription dispensing and packing system as recited in claim 30 wherein 
each of said at least one dispensing machine receiyes at least one of said pkirahty of 
earners and dispenses pharmaceuticals into the bottles corresponding to the at least one 
of the prescription orders in accordance with the scheduled locations of the plurality of 
bottles in said plurality of carriers, wherein each of said at least one transport device 
organizes respective said plurality of carriers into ranks of carriers and passes the ranks of 
carriers through at least two of said at least dispensing machine synchronously, and 
wherein each respective said at least one OCP station receives all the carriers of a rank. 
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4 1 . The prescription dispensing and packing system as recited in claim 30 wherein for 
each of the at least one of the prescription orders comprising a pluraUtv of prescriptions, 
said at least one dispensing machine dispenses each prescription into a separate bottle for 
each prescription, and said at least one OCP station loads the separate bottles for each 
prescription into a common shipping container. 

42. The prescription dispensing and packing system as recited in claim 30 wherein 
each of said plurality of carriers has an identification tag affixed thereto to ensure that the 
correct carrier is presented to said at least one OCP station. 

43. The prescription dispensing and packing system as recited in claim 42 wherein the 
identification tag is a radio frequency identification tag. 

44. A system for assembling prescriptions by prescription order, comprisin.g: 
at least one carrier, each having receptacles to receive at least one bottle in 

scheduled locations; 

at least one dispensing machine responsive to at least one prescription order 
comprising at least one prescription to fill the at least one bottles in any of said at least 
one carrier with pharmaceuticals in accordance with the at least one prescription order; 
and 

at least one order consolidation and packing (OCP) station at which the at least 
one bottle is unloaded from said at least one carrier and placed in a shipping contamer 
corresponding to the at least one prescription order. 



27 

45. The system as recited in claim 44 wherein said at least one OCP station 
comprises: 

a turntable for assembling said at least one carrier; 

a mechanical arm that removes the at least one bottle corresponding to the at least 
one prescription order from the scheduled locations in said at least one carrier for 
subsequent packing of the at least one bottle corresponding to the at least one prescription 
order in a shipping container corresponding to the at least one prescription order; and 

a bagging machine that receives the at least one bottle corresponding to the at 
least one prescription order from said mechanical arm and inserts th e at least one bottle in 
the shipping container corresponding to the at least one prescription order. 

46. The svstem as recited in claim 45 wherein said at least one OC P station further 
comprises a carrier buffer that temporarily stores said at least one carr ier before said at 
least one carrier is received at said turntable. 

47. The system as recited in claims 45 wherein said at least one OCP station further 
comprises a star wheel svstem that receives the at least one bottle from said mechanical 
arm and inserts the at least one bottle into said bagging machine. 

48. The svstem as recited in claim 47 wherein said star wheel system further 
comprises a first star wheel that rotates about a vertical axis and receive s the at least one 
bottle from said mechanical arm and a second star wheel that rotates about a horizontal 
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axis and receives the at least one bottle from said first star wheel and inserts the at least 
one bottle into said bagging machine. 

49. The system as recited in claim 44 further comprising at least one printer for 
printing a prescription label for each of the at least one bottle and for printing a literature 
pack for the at least one prescription order. 

50. The system as recited in claim 49 further comprising a label applicator that affixes 
the printed prescription label on each of the at least one bottle in accordance with the at 
least one prescription order. 

5 1 ■ The system as recited in claim 50 wherein said label applicator affixes the 
prescription label on each of the at least one bottle prior to insertion of the at least one 
bottle into the shipping container corresponding to the at least one prescription order. 

52. The system as recited in claim 5 1 wherein the prescription label for each of the at 
least one bottle, the shipping container corresponding to each of the at least one 
prescription order, and the literature pack corresponding each of the at least one 
prescription order each have an identifying mark that indicates that the at least bottle, the 
shipping container, and the literature pack each correspond to the respective at least one 
prescription order. 



53 



The system as recited in claim 52 wherein the identifying mark is a bar code. 
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54. The system as recited in claim 44 wherein each of said at least one dispensing 
machine receives at least one of said at least one carrier and dispenses p harmaceuticals 
into each of the at least one bottle corresponding to the respec tive at least one 
prescription order in accordance with the scheduled locations of the plurality of bottles in 
said at least one carrier, and further comprising at least one transport device that 
organizes said at least one carrier into ranks of carriers and passes the ranks of carriers 
through at least two of said at least one dispensing machine synchrono usly, wherein each 
respective said at least one QCP station receives all the carriers of a rank 

55. The system as recited in claim 44 wherein for each of the at least one prescription 
order comprising a plurality of prescriptions, said at least one dispensi ng machine 
dispenses each prescription comprising a plurality of prescriptions into a separate bottle 
for each prescription, and said at least one QCP station loads the separ ate bottles for each 
prescription into a common shipping container. 

56. The system as recited in claim 44 wherein each of said at least one carrier has an 
identification tag affixed thereto to ensure that the correct carrier is presented to said at 
least one QCP station. 



57. The system as recited in claim 56 wherein the identification tag is a radio 
frequency identification tag. 



30 

58. A prescription dispensing and packing system comprising: 

a plurality of carriers, each having receptacles to receive a plurality of bottles in 
scheduled locations; 

a computer that receives prescription orders comprising at least one prescription: 
at least one loading station that loads the plurality of bottles into the scheduled 
locations of said plurality of carriers: 

at least one dispensing machine responsive to said computer that counts and 
dispenses pharmaceuticals into the plurality of bottles; 

at least one transport device that transports said plurality of carriers with the 
plurality of bottles through said at least one dispensing machine, said at least one 
dispensing machine dispensing the pharmaceuticals of the prescription order s received by 
said computer into the plurality of bottles in said plurality of carriers in accordance with 
the scheduled locations of the plurality of bottles in said plurality of carriers: and 

at least one order consolidation and packing (QCP) station that receives said 
plurality of carriers from said at least one dispensing machine and presents shipping 
containers to be filled, each shipping container corresponding to a prescription order, and 
mserts at least one of the plurality of bottles and a corresponding literature pack for the 
prescription order into a shipping container corresponding to the prescription order, so 
that the shipping container corresponding to the prescription order contains the at least 
one bottle and the literature pack. 

59. The prescription dispensing and packing system as recited in claim 58 wherein 
said at least one OCP station determines which of the at least one bottle is inserted in 
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each respective shipping container from the scheduled locations of the plurality of bottles 
in at least one of said plurality of carriers. 

60. The prescription dispensing and packing system as recited in claim 58, wherein 
said at least one OCP station comprises: 

a turntable for assembling said plurality of carriers; 

a mechanical arm that removes the at least one of the plurality of bottles 
corresponding to the prescription order from at least one corresponding scheduled 
location in at least one of said plurality of carriers for subsequent packing of the at least 
one of the plurality of bottles in the shipping container corresponding to the prescription 
order; and 

a bagging machine that receives the at least one of the plurality of bottles 
corresponding to the prescription order from said mechanical arm and inserts the at least 
one of the plurality of bottles corresponding to the prescription order in the shipping 
container corresponding to the prescription order. 

6 1 . The prescription dispensing and packing system as recited in claim 60 wherein 
said mechanical arm is responsive to said computer in determining which of the at least 
one of the plurality of bottles is packed in the shipping container corresponding to the 
prescription order. 
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62. The prescription dispensing and packing system as rec ited in claim 60 wherein 
said at least one OCP station further comprises a carrier buffer that temporarily stores 
said plurality of carriers before they are transferred to said turntable. 

63. The prescription dispensing and packing system as recited in claim 60 wherein 
said at least one OCP station further comprises a star wheel system that receives the at 
least one of the plurality of bottles from said mechanical arm and inserts the at least one 
of the plurality of bottles into said bagging machine. 

64. The prescription dispensing and packing system as recited in claim 63 wherein 
said star wheel system further comprises a first star wheel that rotates about a yertical 
axis and receives the at least one of the plurality of bottles from said mechanical arm and 
a second star wheel that rotates about a horizontal axis and receives the at least one of the 
plurality of bottles from said first star wheel and inserts the at least one of the plurality o f 
bottles into said bagging machine. 

65. The prescription dispensing and packing system as recited in claim 58 further 
comprising at least one printer for printing a prescription label fo r each of the at least one 
of the plurality of bottles and for printing the literature pack for the prescription orde r. 

66. The prescription dispensing and packing system as recited in claim 65 wherein 
said bagging machine inserts the literature pack corresponding to the prescription order 
into the shipping container corresponding to the prescript ion order. 
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67. The prescription dispensing and packing system as recited in claim 65 further 
comprising a label applicator that affixes one of the prescription labels on each of the at 
least one of the plurality of bottles in accordance with the prescription order. 

68. The prescription dispensing and packing system as recited in claim 67 wherein 
said label applicator affixes one of the prescription labels on each of the at least one of 
the plurality of bottles prior to insertion of the at least one of the plurality of bottles into 
the shipping container corresponding to the prescription order. 

69. The prescription dispensing and packing system as recited in claim 68 wherein the 
prescription label for each of the at least one of the plurality of bottles, the shipping 
container corresponding to the prescription order, and the literature pack corresponding to 
the prescription order each have an identifying mark that indicates that the a t least one of 
the plurality of bottles, the shipping container, and the literat ure pack each correspond to 
the prescription order, 

70. The prescription dispensing and packing system as recited in c laim 69wherein the 
identifying mark is a bar code. 

7 1 . The prescription dispensing and packing system as recited i n claim 58 wherein 
each of said at least one dispensing machine receiyes at least one of said plurality of 
carriers and dispenses pharmaceuticals into the at least one of the plurality of bottles 
corresponding to the prescription order in accordance with the scheduled locations of the 
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plurality of bottles in said plurality of carriers, wherein each of said at least one transport 
device organizes said plurality of carriers into ranks of carriers and passes the ranks of 
carriers through at least two of said at least dispensing machine synchronously, and 
wherein each respective said at least one OCP station receives all the c arriers of a rank. 

72. The prescription dispensing and packing system as recited in cl aim 58 wherein for 
each prescription order comprising a plurality of prescriptions, said at least one 
dispensing machine dispenses each prescription into a separate bo ttle for each 
prescription, and said at least one OCP station loads the separate bottles for each 
prescription into a common shipping container corresponding to the prescription order. 

73. The prescription dispensing and packing system as recited in claim 58 wherein 
each of said plurality of carriers has an identification tag affixed thereto to ensure that the 
correct carrier is presented to said at least one OCP station. 

74. The prescription dispensing and packing system as recited in claim 73 wherem the 
identification tag is a radio frequency identification tag. 

75. A prescription dispensing and packing system comprising: 

a plurality of carriers, each having receptacles to receive a plurality of bottles in 
scheduled locations; 

at least one loading station that loads at least one of the plurality of bottles into at 
least one of said plurality of carriers; 
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at least one dispensing machine that counts and dispenses pharmaceuticals into 
the plurality of bottles in accordance with prescription orders: 

at least one transport device that transports said plurality of carriers with the 
plurality of bottles through said at least one dispensing machine, said at least one 
dispensing machine dispensing the pharmaceuticals of the prescription orders into the 
plurality of bottles corresponding to the prescription orders in accordance with the 
scheduled locations of the plurality of bottles in said plurality of carriers: and 

at least one order consolidation and packing (OCP) station that receives said 
plurality of carriers from said at least one dispensing machine and presents shippin g 
containers to be filled, each shipping container corresponding to a prescription order, said 
at least one OCP station unloading the plurality of bottles from said plurality of carriers 
and loading at least one of the plurality of bottles into a shipping container corresponding 
to the prescription order, said at least one OCP station determining which of the at least 
one of the plurality of bottles goes into each shipping container corresponding to the 
prescription order from the scheduled location of the plurality of bottles in said plurality 
oF carriers. 

76. The prescription dispensing and packing system as recited in claim 75. wherein 
said at least one OCP station further inserts into the shipping container corresponding to 
the prescription order a literature pack corresponding to the prescription order. 

77, The prescription dispensing and packing system as recited in claim 75 wherein 
said at least one OCP station comprises: 
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a turntable for assembling said plurality of carriers: 
a mechanical a rm that removes the at least one of the plurality of bottles 
corres ponding to the prescription order from at least one corresponding scheduled 
loca tion in at least one of said plurality of carriers for subsequent packing of the at least 
one of the plurality of bottles in th e shipping container corresponding to the prescrip tion 
order; and 

a bagging mac hine that receives the at least one of the plurality of bottles 
corresponding to the prescription o rder from said mechanical arm and inserts the at least 
one of the plurality of bottles corresponding to the prescription order into the shipp ing 
container corresponding to the prescription order. 

^ The prescription dispensi ng and packing system as recited in claim 77 wherein 

said at least one OCP s tation further comprises a carrier buffer that temporarily stores 
said plurality of carriers before they are received at said turntable. 

1^ The prescription dispen sing and packing system as recited in claim 77 wherein 

said at least one OCP station further comprises a star wheel system that receives the at 
least one of the plurality of bottles from said mechanical arm and inserts the at least one 
of the plurality of bottles into said bagging machine. 



^ The prescription dispensing and packing system as recited in claim 79 wherein 

said star wheel system comprises a first star wheel that rotates about a vertical axis and 
receives the at least one of the plurality of bottles from said mechanical arm and a second 



37 

star wheel that rotates about a horizontal axis and receives the at least one of the plurality 
of bottles from said first star wheel and inserts the at least one of the plurality of bottles 
into said bagging machine. 

8 1 . The prescription dispensing and packing system as recited in claim 76 further 
comprising at least one printer for printing a prescription label for each of the at least one 
of the plurality of bottles and for printing a literature pack for the prescription order. 

82. The prescription dispensing and packing system as recited in claim 8 1 wherein 
said bagging machine inserts the literature pack corresponding to the prescription order 
into the shipping container corresponding to the prescription order. 

83. The prescription dispensing and packing system as recited in claim 8 1 further 
comprising a label apphcator that affixes one of the prescription labels on each of the at 
least one of the plurality of bottles in accordance with the prescription order. 

The prescription dispensing and packing system as recited in claim 83 wherein the 

prescription label for each of the at least one of the plurality of bottles, the shipping 
container corresponding to the prescription order, and the literature pack corresponding to 
the prescription order each have an identifying mark that indicates the at least one of the 
plurality of bottles, the shipping container, and the literature pack each correspond to the 
prescription order. 
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85. The prescription dispensing and packing system as recited in claim 84 wherein the 
identifying mark is a bar code. 

86. The prescription dispensing and packing system as recited in claim 83 wherein 
said label applicator affixes the prescription label to each of the at least one of the 
plurality of bottles prior to insertion of the at least one of the plurality of bottles into the 
shipping container corresponding to the prescription order. 

87. The prescription dispensing and packing system as recited in claim 75 wherein 
each of said at least one dispensing machine receives at least one of said plurality of 
carriers and dispenses pharmaceuticals into the at least one of the plurality of bottles 
corresponding to the prescription order in accordance with the scheduled locations of the 
plurahty of bottles in said plurality of carriers, wherein each of said at least one transport 
device organizes respective said carriers into ranks of carriers and passes the ranks of 
carriers through at least two of said at least dispensing machine synchronously, and 
wherein each respective said at least one QCP station receives all the carriers of a rank. 

88. The prescription dispensing and packing system as recited in claim 75 wherein for 
each prescription order comprising a plurality of prescriptions, said at least one 
dispensing machine dispenses each prescription into a separate bottle for each 
prescription, and said at least one QCP station loads the separate bottles for each 
prescription into a common shipping container. 
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89. The prescription dispensing and packing system as recited in claim 75 wherein 
each of said at least one carrier has an identification tag affixed thereto to ensure that the 
correct carrier is presented to said at least one OCP station. 

90. he prescription dispensing and packing system as recited in claim 89 wherein the 
identification tag is a radio frequency identification tag. 

91. A method for filling and packaging a prescription order comprising at least one 
prescription, comprising the steps of: 

counting out and dispensing pharmaceuticals into at least one bottle in accordance 
with at least one prescription order; 

printing a literature pack customized to each of the at least one prescription order: 

inserting the at least one bottle corresponding to each of the at least one 
prescription order into a shipping container corresponding to each of the at least one 
prescription order; and 

inserting the literature pack corresponding to each of the at least one prescription 
order, separate from inserting the at least one bottle corresponding to each of the at least 
one prescription order into the shipping container corresponding to the at least one 
prescription order, into the shipping container corresponding to the respective at least one 
prescription order. 
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92. The method as recited in claim 91 further comprising the step of applying a 
printed prescription label to each of the at least one bottle corresponding to each of the at 
least one prescription order. 

93. The method as recited in claim 92 wherein each prescription label is applied prior 
to said inserting the at least one bottle step. 

94. The method as recited in claim 92 further comprising the step of providing an 
identifying mark on: each prescription label that is applied to each of the at least one 
bottle, the shipping container corresponding to each of the at least one prescription order, 
and the literature pack corresponding to each of the at least one prescription order, 
wherein the identifying mark indicates that the respective each of the at least one bottle, 
the shipping container, and the literature pack each correspond to the respective at least 
one prescription order. 

95. The method as recited in claim 94 wherein the identifying mark is a bar code. 

96. A method of dispensing and packing pharmaceuticals comprising the steps of: 
providing a plurality of carriers, each having receptacles to receive a plurality of 

bottles in scheduled locations; 

receiving at least one prescription order, each of the at least one prescription order 
comprising at least one prescription; 
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loading at least one bottle corresponding to each of the at least one prescription 
order into scheduled locations into at least one of the plurality of carriers: 

transporting the plurality of carriers with the prescription bottles through at least 
one dispensing deyice that dispenses pharmaceuticals of each of the at least one 
prescription order into the plurality of bottles in accordance with the scheduled locations 
of the plurality of bottles in the plurality of carriers; and 

loading at least one of the plurality of bottles and a corresponding literature pack 
into a shipping container corresponding to each of the at least one prescription order as 
determined by the scheduled locations of the plurality of bottles. 

97. The method as recited in claim 96 further comprising the step of applying a 
printed prescription label to each of the at least one of the plurality of bottles. 

98. The method as recited in claim 97 wherein the prescription labels are applied 
prior to said loading at least one bottle step. 

99. The method as recited in claim 96 wherein each of the at least one dispensing 
device receives at least one of the plurality of carriers and dispenses pharmaceuticals into 
the plurality of bottles corresponding to each of the at lest one prescription order in 
accordance with the scheduled locations, and further comprising the step of organizing 
the plurality of carriers into ranks of carriers and passing the ranks of carriers through at 
least two of the at least one dispensing device synchronously. 
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1 00. The method as recited in claim 96 further comprising the step of providing an 
identifying mark on: each prescription label that is affixed to each of the at least one 
bottle, the shipping container corresponding to each of the at least one prescription order, 
and the literature pack corresponding to each of the at least one prescription order, 
wherein the identifying mark indicates that each of the at least one bottle, the shipping 
container, and the literature pack correspond to each of the respective at least one 
prescription order. 

101. The method as recited in claim 100 wherein the identifying mark is a bar code. 

102. The method as recited in claim 96 further comprising the step of affixing an 
identification tag on each of the plurality of carriers to ensure that the correct carrier is 
received at the at least one dispensing device. 

103. The method as recited in claim 102 wherein the identification tag is a radio 
Frequency identification tag. 

1 04. A method of assembling prescriptions by prescription order, comprising the steps 
of: 

providing a plurahty of carriers, each having receptacles to receive a plurality of 
bottles in scheduled locations; 
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providing at least one dispensing device that, in response to a prescription order 
comprising at least one prescription, fills at least one of the plurality of bottles with 
pharmaceuticals: and 

packing the at least one of the plurality of bottles corresponding to the 
prescription order in a shipping container corresponding to the prescription order. 

1 05. The method as recited in claim 104 further comprising the steps of: 
printing a literature pack for the prescription order; and 

inserting the literature pack in the shipping container corresponding to the 
prescription order. 

1 06. The method as recited in claim 105 further comprising the step of providing an 
identifying mark on: a prescription label that is affixed to each of the at least one bottle, 
the shipping container corresponding to the prescription order, and the literature pack 
corresponding to the prescription order, wherein the identifying mark indicates that each 
of the at least one bottle, the shipping container, and the literature pack each correspond 
to the prescription order. 

1 07. The method as recited in claim 106 wherein the identifying mark is a bar code. 



1 08. The method as recited in claim 104 further comprising the step of affixing an 
identification tag on each of the plurality of carriers to ensure that the correct carrier is 
received at the at least one dispensing device. 
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1 09. The method as recited in claim 108 wherein the identification tag is a radio 
frequency identification tag. 

110. A method for sorting prescriptions bv prescription order, comprising the steps of: 
receiving a plurality of bottles, each having an assigned location in a bottle carrier 

corresponding to a prescription order comprising at least one prescription; 

filling at least one of the plurality of bottles with pharmaceuticals in accordance 
with the prescription order; and 

packing at least one of the plurality of bottles in a shipping container 
corresponding to the prescription order. 

111. The method as recited in claim 1 10 further comprising the steps of: 
printing a literature pack for the prescription order; and 
inserting the literature pack in the shipping container. 

1 12. The method as recited in claim 1 1 1 further comprising the step of providing an 
identifying mark on: a prescription label that is affixed to each of the at least one of the 
plurality of bottles, the shipping container corresponding to the prescription order, and 
the literature pack corresponding to the prescription order, wherein the identifying mark 
indicates that each of the at least one of the plurality of bottles, the shipping container, 
and the literature pack each correspond to the prescription order. 
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113. The method as recited in claim 1 10 wherein the identifying mark is a bar code. 

114. A prescription dispensing and packing system comprising: 

a plurality of carriers, each having receptacles to receive a plurality of bottles in 
scheduled locations; 

a computer that receives prescription orders; and 

at least one dispensing machine responsive to said computer that automatically 
counts and dispenses the type and quantity of pharmaceuticals into the plurality of bottles 
in accordance with the prescription orders in the scheduled locations of the corresponding 
plurality of carriers. 

1 1 5. The prescription dispensing and packing system as recited in claim 1 14 further 
comprising at least one order consolidation and packing (OCP) station at which the 
plurality of bottles are unloaded from said plurality of carriers and placed in shipping 
containers corresponding to the prescription orders. 

1 16. The prescription dispensing and packing system as recited in claim 1 15 wherein 
said at least one OCP station comprises: 

a turntable for assembling said plurality of carriers; 

a mechanical arm that removes at least one bottle corresponding to a prescription 
order from at least one corresponding scheduled location in at least one of said plurality 
of carriers for subsequent packing of the at least one bottle in a shipping container 
corresponding to the prescription order; and 
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a bag gin e machine that receives the at least one bottle corresponding to the 
prescription order from said mechanical arm and inserts the at least one bottle 
corresponding to the prescription order in the shipping container corresponding to the 
prescription order. 

1 17. The prescription dispensing and packing system as recited in claim 1 16 wherein 
said at least one OCP station further comprises: 

a printer that prints a literature pack for the prescription order; and 
a first bar code reader that reads a bar code associated with the literature pack for 
the prescription order. 

118. The prescription dispensing and packing system as recited in claim 1 17 wherein 
said mechanical arm uses a second bar code reader to read a bar code on a prescription 
label cif fixed to each of the at least one bottle that indicates the type and quantity of 
pharmaceuticals dispensed therein, said computer verifying that the bar codes read by 
said first and second bar code readers are associated with the same prescription order, 
said bagging machine inserting the literature pack into the shipping container with the at 
least one bottle corresponding to the prescription order. 

I 1 9. The prescription dispensing and packing system as recited in claim 1 16 wherein 
said at least one OCP station further comprises a star wheel system that receives the at 
least one bottle from said mechanical arm and inserts the at least one bottle into said 
bagging machine. 
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120. The prescription dispensing and packing system as recited in claim 1 19 wherein 
said star wheel system comprises a first star wheel that rotates about a vertical axis and 
receives the at least one bottle from said mechanical arm and a second star wheel that 
rotates about a horizontal axis and receives the at least one bottle from said first star 
wheel and inserts said at least one bottle into said bagging machine. 

121. The prescription dispensing and packing system as recited claim 1 14 wherein said 
at least one dispensing machine fills any of a plurality of bottle sizes with any of a 
plurality of pharmaceuticals as determined by said computer. 

1 22. The prescription dispensing and packing system as recited in claim 1 14 wherein 
each of said plurality of carriers has an identification tag affixed thereto to ensure that the 
correct carrier is presented to said at least one QCP station. 

1 23. The prescription dispensing and packing system as recited in claim 122 wherein 
the identification tag is a radio frequency identification tag. 

124. A method of operating a pharmaceutical dispensing line, comprising the steps of: 
in a single run, dispensing into bottles different quantities of different 

pharmaceuticals in accordance with at least one prescription order comprising at least one 
prescription; and 
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affixing labels to the bottles that identify the quantity and type of pharmaceuticals 
contained in each bottle, thereby providing individual prescription orders for shipping to 
customers. 

1 25. The method as recited in claim 124 wherein the bottles are at least two different 
sizes. 

1 26. The method as recited in claim 124 further comprising the step of placing in a 
shipping container at least one bottle corresponding to a prescription order. 

1 27. The method as recited in claim 126 further comprising the steps of: 
printing a literature pack corresponding to the prescription order: 
verifying that the literature pack and the at least one bottle correspond to the 

prescription order; and 

placing the literature pack corresponding to the prescription order in a shipping 
container. 

1 28. The method as recited in claim 127 further comprising the step of providing an 
identifying mark on: a prescription label that is affixed to each of the at least one bottle, 
the shipping container corresponding to the prescription order, and the literature pack 
corresponding to the prescription order, wherein the identifying mark indicates that each 
of the at least one bottle, the shipping container, and the literature pack each correspond 
to the prescription order. 
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1 29. The method as recited in claim 128 wherein the identifying mark is a bar code. 

1 30. A method of operating a pharmaceutical dispensing line, comprising the steps of: 
dispensing into bottles, in a single run, different quantities of different 

pharmaceuticals in accordance with prescription orders comprising at least one 
prescription; 

affixing automatically to each of the bottles labels that identify the quantity and 
type of pharmaceuticals contained in each of the bottles; and 

packaging the bottles corresponding to prescription orders in containers 
corresponding to the respective prescription orders, thereby providing indiyidual 
prescription orders for shipping to customers. 

131. The method as recited in claim 130 wherein the bottles are at least two sizes. 

1 32. The method as recited in claim 131 wherein in said packaging step different size 
bottle caps are placed on the bottles in accordance with bottle size. 

1 33. The method as recited in claim 130 wherein said affixing step further comprises 
the step of printing a respective individual label for each of the bottles. 
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1 34. The method as recited in claim 133 wherein said printing step prints at least the 
name of each individual in addition to the quantity and type of pharmaceutical on each 
of the labels. 
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ABSTRACT 

In an automated prescription dispensing and packing 
system, empty prescription bottles are labeled and loaded in 
assigned locations in carriers. Pills are automatically dis- 
pensed into the prescription bottles in the carriers. Ranks of 
carriers containing filled prescription bottles are assembled 
at stations where the bottles are unloaded and packed into 
shipping containers with literature printed by the system. 
Multiple bottles of an order are automatically packed in the 
same shipping container. 
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PATENT/OFFICIAL 



IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

In re Reissue Application of : 
Christopher J. LASHER, et al. : 
Filed: June 30, 2000 : 

FOR: AUTOMATIC PRESCRIPTION FILLING, SORTING AND PACKAGING SYSTEM 
COMBINED DECLARATION AND POWER OF ATTORNEY 

As a below-named inventor, I hereby declare that: 

My residence, Post Office Address and Citizenship are as stated below next to my name, 
and that: 

I verily believe that I am the original, first and joint inventor of the invention entitled 
AUTOMATIC PRESCRIPTION FILLING, SORTING AND PACKAGING SYSTEM, 
described and claimed in the specification filed on herewith, that I have reviewed and understand 
the contents of the specification, including the claims, as well as the claims referred to in this 
declaration, that I do not know and do not believe the same was ever known or used in the 
United States of America before my invention thereof, or patented or described in any printed 
publication in any country before my invention thereof or more than one year prior to May 7, 
1996, that the same was not in public use or on sale in the United States of America more than 
one year prior to May 7, 1996, that the invention has not been patented or made the subject of an 
inventors certificate issued before May 7, 1996 in any country foreign to the United States of 
America on an application filed by me or my legal representatives or assigns more than twelve 
months prior to May 7, 1996, and that I acknowledge my duty to disclose information of which I 
am aware which is material to the examination of this application. 



My original U.S. Patent 5,771,657, which matured from serial number 08/646,016, is 
partly inoperative or invalid by reason of claiming less than I had the right to claim through 
error. The errors include, for example, omission of broader claims to an operator assisted 
prescription dispensing system and a method of dispensing pills in a prescription dispensing 
system, including more liberal use of non-means plus function terminology. 

All errors arose without any deceptive intent during prosecution of the original 
application which matured as U.S. Patent No. 5,771,657. 

No factual basis is required establishing how the errors occurred under 37 C.F.R. § 1,175. 

I hereby appoint the following attorneys to prosecute this application and to transact all 
business in the Patent and Trademark Office connected therewith, including: 

Irah H. Donner, Reg. No. 35,120; Henry N. Wixon, Reg. No. 32,073; Luke Yeh, Reg. No. 
43,296; James B. Lampert, Reg. No. 24,564; Edward D. Grieff, Reg. No. 38,898; Gregory S. 
Discher, Reg. No. 42,488; and Scott M. Alter, Reg. No. 32,879, all of HALE and DORR LLP, 
1455 Pennsylvania Avenue, N.W., Washington, D.C. 20004, with full power of substitution and 
revocation, to prosecute this application and to transact all business in the Patent and Trademark 
Office connected therewith, and all future correspondence should be addressed to them at the 
referenced address. 
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I hereby declare that all statements made herein of my own knowledge are true and that 
all statements made on information and belief are believed to be true; and further that these 
statements were made with the knowledge that willful false statements and the like so made are 
punishable by fine or imprisonment, or both, under Section 1001 of Title 18 of the United States 
Code and that such willful false statements may jeopardize the validity of the application or any 
patent issued thereon. 

Christoph^" J. Lasljer . 
Address: Vl^ Ai/^g- 

Ridgewood, NJ. Q~7 

Citizenshkr^ U.S.A. 



Date: 
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Union. N. J: 
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Citizenship: U.S 
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Freehold, y .J. Oil 

Citizenship: U.S.A. 



Date: 



Date: Z 



O I 



ik Modrowsky/^ 
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Branchburg. N.J. OgS74 

Citizenship: U.S.A. 
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.Mrties McErlean 
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Citizensjaip: U,S. 
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Dovlestown, PA /X'rOl 

Citizenship: U.S.A. 
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PATENTyOFFTOAT. 



IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

In re Reissue Application of / v\ • 

Christopher J. LASHER, et al. | 2 8 2m ^ • 
Serial No. 646,016 \^ ^ : 

Filed: May 7, 1996 : 

FOR: AUTOMATIC PRESCRIPTION FILLING, SORTING AND PACKAGING SYSTEM 



In accordance with the provisions of 37 C.F.R. 1.172, MERCK-MEDCO MANAGED 
CARE, L.L.C., assignee of U.S. Patent 5,771,657 to AUTOMATIC PRESCRIPTION FILLING, 
SORTING AND PACKAGING SYSTEM, granted on June 30, 1998, to Christopher J. Lasher, et 
al., of which it is the owner of the entire right, title and interest, hereby consents to the filing of the 
accompanying reissue application therefor. 



ASSIGNEES CONSENT TO REISSUE 



Assistant Commissioner for Patents 
Washington, D.C. 20231 



Sir: 



MERCK-MEDCO MANAGED CARE, L.L.C. 




David S. Machlowitz, Esq. 
Title: Senior Vice President and General Counsel 



Date: 
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

In re Reissue Application of 
Christopher J. LASHER, et al. 
Serial No. 646,016 
Filed: May 7, 1996 

FOR: AUTOMATIC PRESCRIPTION FILLING, SORTING AND PACKAGING SYSTEM 

STATEMENT UNDER 37 C.F.R. S-TSCbl 

Assistant Commissioner for Patents 
Washington, D.C. 20231 

Sir: 

In accordance with the provisions of 37 C.F.R. 3.73(b), MERCK-MEDCO MANAGED 
CARE, LLC, hereby states that it is the assignee of the entire right, title, and interest of U.S. Patent 
5,771,657 entitled AUTOMATIC PRESCRIPTION FILLING, SORTING AND PACKAGING 
SYSTEM granted on June 30, 1998, to Christopher J. Lasher, et al., as well as Uie accompanying 
reissue application therefor, by virtue of a chain of title from the inventors to the current assignee 
as follows: 

The assignment from Christopher J. Lasher, Dennis Wayne. Rice, Michael Joseph. Szesko, 
Frank Modrowsky, James McErlean, Michael Kennedy and Paul Thomas Shupert, to MERCK 
MEDCO MANAGED CARE, INC., which assignment document was recorded in the U.S. Patent 
and Trademark Office on October 1 1, 1996, at Reel 8198, Frame 0920; 
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The undersigned is empowered to sign this statement on behalf of the assignee. 



MERCK-MEDCO MANAGED CARE, L.L.C. 




David S. Machlowitz, Esq. 
Title: Senior Vice President and General Counsel 

Date: 
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